
AVDELOK® LOCKBOLT COLLARS & TOOLS

Phone: 818-485-0500
FAX: 818-485-0540

Outside CA: 1-800-RRRIVET
www.hansonrivet.com

& SUPPLY CO.
13241 Weidner Street
Pacoima, CA  91331

HANSON RIVET











AVDELOK® Lockbolt system is a two piece
fastener consisting of a Lockbolt and Collar.
The Lockbolt is placed through the work and 
the Collar is placed over the end of the 
Lockbolt. Using the proper tool the two are 
swagged together and the Lockbolt is broken 
off flush with the collar. This fastener has 
exceptional clamp-up force, shear and 
tensile strengths.

722 AIR-HYDRAULIC TOOL
Capacity: 3/16" to 3/8" diameter Avdelok Lockbolts

Weight: 11 lbs. - Pulling Force: 6000 lbs.  -  Stroke: .750" 
Please specify size of lockbolt when ordering.
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COLLAR 
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GB756 AIR-HYDRAULIC TOOL 
Capacity: up to 3/8” diameter: 

Blind Rivets & Lockbolts 
Weight: 11.1 lbs. - Pulling Force: 10,000 lbs.  
Stroke: .960” Nose Assembly Not Included 

GB722 AIR-HYDRAULIC TOOL 
Capacity: Standard Blind Rivets up to 1/4" diameter:

Lockbolts up to 3/16" & Multi-Grip
Lockbolts up to 1/4" diameter In all materials 
Weight: 5.50 lbs. - Pulling Force: 4,700 lbs. 
Stroke: .590”  Nose Assembly Not Included 

GBP756MGK
Complete installation Kit for 3/16" thru 3/8" Lockbolts GBP722TCKL

Blind Rivet and Lockbolt Kit

MATERIAL & FINISH

CORRESPONDING 
AVDELOK  

LOCKBOLT 
BODY DIAMETER

STYLE PART 
NUMBER Avdel®

BODY  
DIAMETER 

MAX.

FLANGE  
DIAMETER

FLANGE 
HEIGHT

OVERALL  
LENGTH

“A” “B” “C” “L”

STEEL 
YELLOW ZINC FINISH

3/16

STANDARD

LB-2662-0600 2662-0600 .309 .250
1/4 LB-2662-0800 2662-0800 .406 .320
5/16 LB-2662-1000 2662-1000 .492 .380
3/8 LB-2662-1200 2662-1200 .598 .460
3/16

FLANGED

LB-2615-0600 2615-0600 .311 .390 .052 .270
1/4 LB-2615-0800 2615-0800 .406 .515 .067 .370
5/16 LB-2615-1000 2615-1000 .505 .640 .085 .460
3/8 LB-2615-1200 2615-1200 .608 .786 .099 .523

ALUMINUM  
PLAIN FINISH 

3/16

STANDARD

LB-2666-0600 2666-0600 .309 .250
1/4 LB-2666-0800 2666-0800 .406 .320
5/16 LB-2666-1000 2666-1000 .492 .380
3/8 LB-2666-1200 2666-1200 .598 .460
3/16

FLANGED

LB-2659-0600 2659-0600 .311 .390 .052 .270
1/4 LB-2659-0800 2659-0800 .406 .515 .067 .370
5/16 LB-2659-1000 2659-1000 .505 .640 .085 .460
3/8 LB-2659-1200 2659-1200 .608 .786 .099 .523
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