
PROSET XT3 HYDRO-PNEUMATIC TOOL
ERGONOMIC,COMFORTABLE & EFFICIENT

Capacity: Up to 1/4” in all materials standard, structural
 & closed-end blind rivets. Will also set Lockbolts up to   

3/16” (Nose Assembly sold separately). Weight: 4.72 lbs.
Pulling Force: 3,822 lbs. Stroke: 1.02”. Nose Pieces 

included: 3/16” & 1/4”

PROSET XT2 HYDRO-PNEUMATIC TOOL
ULTRA LIGHTWEIGHT & POWERFUL

Capacity: up to 3/16″ in all materials, standard and 
closed-end blind rivets. Weight: 3 lbs 

Pulling Force: 2,000 Stroke: .79” Standard Nose 
Pieces Included: 3/16″, 1/8″ & 5/32″

PROSET XT1 HYDRO-PNEUMATIC TOOL
OUR SMALLEST AND LIGHTEST POWER TOOL
Capacity: up to 5/32  Stainless standard blind rivets. 
Weight: 2.8 lbs, Pulling Force: 1,461, Stroke: .71”, 

Standard Nose Pieces Included: 3/32″, 1/8″ & 5/32″

BLIND RIVET POWER TOOLS

F43

Phone: 818-485-0500
FAX: 818-485-0540

Outside CA: 1-800-RRRIVET
www.hansonrivet.com

& SUPPLY CO.
13241 Weidner Street
Pacoima, CA  91331

               CORDLESS RECHARGEABLE TOOLS
        COMPLETE WITH CARRYING CASE, BATTERY & CHARGER

ProSet PB2500
Capacity: up to 3/16"  diameter

Pulling Force: 1,800 lbs.

ProSet PB3400 
Capacity: up to 1/4" diameter

Pulling Force: 4,047 lbs.

ACCUBIRD PRO
Up to 3/16" diameter

PRG-540 & MCS-540 AIR-HYDRAULIC TOOL
HEAVY DUTY PRODUCTION TOOL

Capacity: up to 1/4” diameter:
All materials standard open & closed end blind rivets

Weight: 4.5 lbs.  -  Pulling Force: 3,000 lbs.  -  Stroke: .630”
Standard Nose Pieces Included: 1/8”, 5/32”, 3/16” & 1/4”

PRG-510A & MCS-510A PNEUMATIC TOOL
OUR MOST POPULAR TOOL

Capacity: up to 3/16” diameter:
Aluminum / Steel standard open end blind rivets

Weight: 4 lbs.  -  Pulling Force: 1,000 lbs.  -  Stroke: .590” 
Standard Nose Pieces Included: 1/8”, 5/32” & 3/16”

PRG-511A & MCS-511A LONG NOSE TOOL IS 
ALSO AVAILABLE.

               CORDLESS RECHARGEABLE TOOLS
        COMPLETE WITH CARRYING CASE, BATTERY & CHARGER

PROSET XT4 HYDRO-PNEUMATIC TOOL
THE STRONGEST TOOL OF THE PROSET FAMILY

Capacity: Up to 1/4” in all materials standard, 
structural & closed-end blind rivets, Lockbolts up to 

1/4” (Nose Assembly sold separately). 
Weight: 4.76 lbs. Pulling Force: 5,193 lbs. 

Stroke: .71”. Nose Pieces Included: 3/16” & 1/4”

PRT-5250A & MCS-5250A
AIR-HYDRAULIC TOOL

POWERFUL
IN-LINE VERTICAL
RIVETING TOOL

Hang it from a balancer!

The MCS model has a very large
capacity remote mandrel collection 
container (shown below).

Capacity: up to 3/16” diameter:
All materials standard open 
end blind rivets

Weight: 3.9 lbs.
Pulling Force: 1,700 lbs.
Stroke: .630”

Standard Nose 
Pieces Included:
1/8”, 5/32” & 3/16”

HANSON RIVET ®

ACCUBIRD 
Up to 3/16" diameter

POWERBIRD GOLD
Up to 9/32" diameter

POWERBIRD PRO GOLD
Up to 9/32" diameter

Please visit www.hansonrivet.com for a full product selection.


