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- SELF-CLINCHING FASTENERS [V&r

Captive® Self-Clinching Fasteners are designed to be installed in sheet metal and PC Boards.

They provide a permanently attached threaded fastener which becomes an integral part of the panel or frame
and eliminates the challenges associated with loose hardware. They are typically pressed into pre-punched
holes using Compression (page D78-D83), many types of presses and Auto-Feed Rivet Machines (page D84-

D85).
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Broaching Nut for Miniature Self-Clinching Self-Clinching Self-Clinching Nut
PC Boards Self-Locking Nut Flush Nut for Stainless Steel

Self-Clinching Top Self-Clinching Self-Clinching
Weld Nut Collar Lock Nut Floating Lock Nut Blind Nut Thin Head Standoff
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Self-Clinching Self-Clinching Self-Clinching
Grounding Standoff Stud, Flush Head Stud, High Torque Close-to-Edge Stud
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Self-Clinching 400 Series Unthreaded Broaching Fasteners
Stud, Thin Sheet Stainless Steel Stud Thru-Hole Standoff for PC Boards Self-Clinching Pin
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Self-Clinching Panel Screw Self-Clinching Panel Self-Clinching
Slide-Top Standoff Spring-Top Standoff Components Fastener Assembly Plunger Assembly
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